
ScentryTM Wing Trap
Assembly and Use Instructions

Remove from package:
1 wire hanger, folded (A)
1 plastic trap top (B)
1 plastic tube for spacers (C)
1 paper trap bottom (D) (Packed in twos, must be
   separated)
1 envelope containing one pheromone lure

1.   Fold top inward along each of the four diagonal
      creases.
2.   Straighten wire hanger, and insert ends through
      holes in top.  Bring ends through holes in side
      panels from the inside and push the wire
      hangers down as far as it will go.
3.   Thread lure holder onto either one of the wire
      ends using end of lure holder with one small
      hole.  This allows the lure to be suspended
      between top and bottom of trap.
4.   Cut two spacers two inches long or to desired
      length from the plastic tube and slide each up
      the wire ends all the way.
5.   Remove one lure from the envelope.  Attach to
      lure holder per instructions on reverse side of
      this sheet.
6.   With sticky side up, fold the side panels of one
      of the trap bottoms inward and insert wire ends
      through the holes in side panel from the outside
      and through the lower holes from the inside.
      Slide the trap bottom up snug to the spacers.
      Bend the end of the wire upward.
7.   To hang, wrap the twisted part of the wire
      securely around a tree limb or other support.

Note:
1.   Upon receipt, refrigerate or freeze the envelopes of lures until ready to use.
2.   To avoid cross-contamination, only handle traps and lures for one specific insect species at a time.  Wash
      hands and working surfaces thoroughly before assembling and baiting traps for other species.
3.   To inspect trap and remove insects, and to rebait the trap, straighten one wire and lower the trap bottom
      on that side.  For further use, return bottom, spacer, and wire to their original positions.

Distributed by:
Great Lakes IPM, Inc. 989-268-5693 www.greatlakesipm.com
10220 Church Rd NE 800-235-0285 E-mail:  glipm@greatlakesipm.com
Vestaburg MI  48891 FAX:  989-268-5311
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Placement in ScentryTM Wing Trap Without Lure Holder

Remove one pheromone lure from envelope.

Fiber lure:  Remove backing and adhere lure to the inside surface of the trap top.

All other lures:  Place on sticky bottom surface of the Wing Trap, taking care not to coat the
surface of the lure with the sticky from the trap.

Placement in ScentryTM Wing Trap Using Lure Holder

Remove one pheromone lure from envelope.

Rubber Septum:   Fit into either A or B of lure holder.

Capsule:   Fit small end of capsule into B of lure holder.

Fiber:   Remove backing from lure and adhere to end of lure holder covering A/B.

Medallion:   Staple or paper clip Medallion to end of lure holder covering A/B.


